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nign qualty cnairs. Productivity and
end-quality increase, costs decrease

Adello Negrini

L - Isam central production unit.

he Isam Company

in sant'lppalito (Pu),
12,000 m? of covered
area (fig. 1) manufactures
high quality beech and
ash chairs (fig. 2) since
1973. We were invited to
pay a visit by Gianfranco
Oberti of Astra Vernici
that supplies the primer
and the base applied

by flow-coating on the
products of this company
from Marche (fig. 3). For
the 80% they supply the
foreign market.
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The application
process of primer
and undercoat

It is as follows:

1 - flow-coating applica-
tion of the primer (fig. 4)
2 - drying in the first
ventilated hot-air oven
(25- 30 °C) for 90 mi-
nutes

3 - application of the
water-based undercoat,
again by flow-coating
(fig. B)

4 - drying for 20 minu-
tes in a second oven at
60:°C

5 - sanding (the fol-
lowing day). Six minutes
per chair are needed;
the abrasive material
has grain of 220-240

(fig. 6).

Loading and unloading
of the chairs is done
manually.

Finishing

The spray finishing,
applied by an anthropo-
morphous robot (fig. 7),
is a traditional polyu-
rethane; however, there
is & strong determination
to transform the present
mixed cycle into a fully
automated whole water-
based cycle shortly.

«Meanwhile we have de-
cided to adopt this mixed
cycle over the existing
installation - underlined



